

















Fittings & Other Purity

FLANGES _.' 9, 9;, ._

RUBBER COVERED SMOOTH BORE, VIRGIN AND
CONDUCTIVE LINERS

FlexChem™ ¢ =
Rpplications: chemical and external b . :
abrasion resist
Liner material:

Cover: EPDM
Size range:
Pressure ratin
\ Temperature range: -40°F to
STYLE 31 O-Ring Female  STYLE 40 Sanitary STYLE 45 Bevel Seat STYLE 05 Flange Retainer ? AR Fraahir y
SWiVE?'D' (Tri-Clamnp) Female STYLE 15 P Se?"ies Flange See FLEX-938 brochure for more info.
Retainer

s sawimay

BRAIDED SMODTH BORE, VIRGIN AND CONDUCTIVE
LINER!

SmoothFlex™
Applications: small bore for
medium and high pressure
Liner materi

Couer; stain

Size range: 1/8" to 1-1

Pressure rating: full

STYLE 38 Compression STYLE 40F Sanitary Flare  STYLE 46 Bevel Seat STYLE 25 Flange Retainer Temperature range: -

Adapter Thru (FlexChem Male (PFA
hose only) Encapsulated) | See SMFX-00

MTH™

Applications: double contained.
che

Temperature range: -55°F 1o 350°F

-00 brochure for mare info.
55 STYLE 40U Sanitary Flare STYLE 29 Flare Thru
Caonnector with Thru (UltraFlex Flange (UltraFlex BRAIDED CONVOLUTED, VIRGIN AND CONDUCTIVE
Nut and Ferrule hose only) hose only) -
. LINERS
UltraFlex™

Applications: ultra flexible, heavy
duty, chernical resistant, sanitary

ylene braid,

2 L Pressure rating: um ta 400 PS)
b’ = | 1 Temperature range: - tn 450°F
See CONVO-00 bro or mare infa

STYLE 18 Tube STYLE 41 Sanitary STYLE 29F Flare Thru ¥
Buttweld Step-Up Flange MultiFlex™
(FlexChem Applications: superior flexibility,
hose only) higher pressures, chemical
= resistant, sanitary
Liner material: PTFE
Covers: stainless, polypropylene brad
Size range: 1/2" 0 3°
Pressure rating: %l vacuum to 2500 PSI
Temperature range: -55°F to 450°F

See CONVD-00 brochure for more info

RApplications: industrial grade, heawy
duty, chemical res:stant
Liner material: PFA
Covers: steiniass, palypropylene braig

5 Size range; 1/2° to B
Pressure rating: full vacuum to 1500 PS)
Temperature range: -55°F 10 450°F

STYLE 19 Pipe STYLE 42 Sanitary Mim
Buttweld Y

Ses CONVD-0E brochure for mare info

Applications: chlcrine/bromine
transfer
Liner material: FTFE

~ | \L ] Covers: Kynar” heaid
\ 840 H I Size range: 1/2" 1o 2

Serles u tl‘a-pure Pressure rating: fuil vacuur ta 500 PS)
STVLE 11 Splice STYLE 44 Sanitary X Temperature range: -30°F to 350°F

Mate Cam commsite butterfly Valve See CL2-1098 brochurs for more nfo.




It is the end user's responsibility to complete the cleaning
and sterilization validation process. Testing should be
conducted by the end user if sterilization conditions vary
and if minor physical property changes of tubing could
affect process performance. It is the end user's
responsibility to ensure that PureFlex hose and tubing
products are safe, effective and satisfactory for any
intended use.

Silicone hose and tubing can be cleaned with hot water
and mild surgical soap. c}/nthetic detergents or oil based
soaps should not be used as they may be absorbed and
subsequently leach out into the process fluid. Rinse
thoroughly in running purified (distilled) water. Autoclave
before interior becomes dry.

Silicone hose and tubing can withstand all common

steam autoclave sterilization cycles without adverse
effects to the product. Standard gravity steam cycles
and high speed flash sterilization may be used.

Silicone hose and tubinﬁ can withstand sterilization
with Ethylene Oxide with no degradation of physical
properties. It is recommended only if qualified by the
end user for normal ETO cycles and complete aeration
and outgassing times have been set.

Silicone tubing can withstand gamma ratiation within
the end user's qualified levels up to 2.5 Mrad (25 KGy).
Repeated cycles or higher doses may change some
physical properties such as; increase in durometer and
tensile modulus, and tear strength and elongation may
be slighty decreased.

PureFlex:

PUREFLEX, INC. INFORMATION IS BASED ON TECHNICAL DATA

AND TESTING THA T PUREFLEX BELIEVES TOBE RELIABLEAND 4617 East Paris S.E.

IS SUBJECT TO CHANGE WITHOUT NOTICE. THE INFORMA TION

/S INTENDED FOR USE BY PERSONS HAVING TECHMICAL SKILL, Kentwood, MI 49512

AT THEIR OWN DISCRETION AND RISK. SINCE CONDITIONS OF Phone: (616) 554-1100
OF PRODUCT ARE OUTSIDE OF PUREFLEX, INC CONTROL, :

PUREFLEX, INC MAKES NO WARRANTIES, EXPRESS OR IMPLIED, Fax: (616) 554-3633
AND ASSUMES NO LIABILITY IN CONNECTION WITHANY USE OF -

THIS INFORMATION. PUREFLEX %,/ TASK-LINE ™M aND Web:  www.pureflex.com

DURCOR-62"™ ARE TRADEMARKS OF PUREFLEX, INC.
HASTELLOYISA REGISTERED TRADEMARK OF CABOT CORP.
NOMEXISAREGISTERED TRADEMARK OF DUPONTCO. §IL-402-0705






